
(INSIDE JAMB WIDTH)

ORDER WIDTH

NOTE:

ORDER DOORS BY FINISH
TRIMMED OPENING DIMENSIONS
(BETWEEN JAMB)

ULTI 3000 SERIES DOOR

7mm THICK DURAFLEX PVC PANEL

90mm OF STANDARD FRAMING
75mm WIDTH MINIMUM (BY OTHERS,
INCLUDING ALL STAINLESS STEEL
CAPPING ETC. IF DETAILED)

MAXIMUM OPENING ANGLE 100°

STANDARD FLASHING AROUND
OPENING (BY OTHERS)
MUST BE LEVEL-SQUARE-PLUMB

FINISH FLOOR LEVEL

(INSIDE JAMB WIDTH)

ORDER WIDTH
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SOLID FIXING REQUIRED
AROUND FULL SIDES AND
TOP OF DOOR

HINGE SYSTEM
LUBRICATION FREE NYLON BEARING

GUSSET PLATES BOTH SIDE (WELDED)

DURAFLEX PVC SUPPORT LOOPS FOR 
HEAVY DUTY APPLICATIONS TO MINIMIZE
PANEL FATIGUE ON THE OUTER 
EXTREMITIES OF THE DOOR

7mm THICK DURAFLEX PVC PANEL (CLEAR)

HIGH TENSILE ANODISED ALUMINIUM
DOOR STILE AND HEAD,
POWDER COATED AS OPTION

ULTI 3000 SERIES DOOR

DURAFLEX PVC FOR TEMPERATURE 
ABOVE 0° CELSIUS, AND 
POLARFLEX FOR TEMPERATURE 
BELOW 0° CELSIUS

4mm THICK DURAFLEX
PVC IMPACT BANDS
COLOUR : GREY

FLOOR MUST HAVE NO INCLINE
WITHIN ENTIRE SWING OF DOOR

LUBRICATION FREE NYLON BEARING, 
RAISED TO AVOID INTERFERENCE 
WITH FLOOR FINISH FOR HYGIENE. 
INCORPORATES A SHEAR PIN TO 
SHEAR OFF ON IMPACT MINIMISING 
DAMAGE TO THE DOOR OR JAMB
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FLOOR PLAN VIEW1

-
SCALE:   1:10 MTS.

FRONT ELEVATION VIEW2

-
SCALE:       1:10 MTS.

3D VIEW3

-
SCALE:    N.T.S.

As indicated
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