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ULTI THERMO 40
INSULATED SECTIONAL

DOOR - HIGH LIFT

SPECIFICATIONS :

RELEASED VERSION NO. : VERSION 1

PRODUCT GROUP : SECTIONAL DOORS

PRODUCT ID : 00000

APPLICATION : INTERNAL & EXTERNAL

STANDARD SIZE : 3000 mm WIDE x 3500 mm HIGH

MINIMUM SIZE : 2000 mm WIDE x 2000 mm HIGH

MAXIMUM SIZE : 8000 mm WIDE x 6000 mm HIGH

HEADROOM : HIGH LIFT HEIGHT + 50 mm

SIDE ROOM - MOTOR SIDE : 295 mm

STANDARD FRAME 
MATERIAL : GALVANISED STEEL

STANDARD FRAME 
COLOUR : GALVANISED FINISH

STANDARD PANEL
MATERIAL : 40 mm THICK THERMO

PANELS WITH MICRO
PROFILE EXTERIOR

PANEL COLOUR
(INSIDE / OUTSIDE) : RAL 9002 - STANDARD

VISION PANELS : STANDARD RECTANGULAR
DOUBLE GLAZED VISION 
PANEL (680 mm x 370 mm)

POWER SUPPLY : 3 PHASE, 400V + NEUTRAL
+ EARTH 16 Amp 50 Hz

SIDE ROOM -  NON MOTOR SIDE : 120 mm

FLOOR PLAN VIEW1

-
SCALE: 1:10 MTS.

FRONT ELEVATION VIEW3

-
SCALE:       1:12 MTS.

3D VIEW5

-
SCALE:   N.T.S.

BLOW-UP PLAN DETAIL2

-
SCALE:     1:2 MTS.

SIDE ELEVATION VIEW4

-
SCALE:       1:15 MTS.
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