
ULTI FLEX BI-PARTING RAPID DOOR

NYLON REINFORCED NEOPRENE
PERIMETER SEAL SYSTEM

150mm LEAF WITH FIBREGLASS REINFORCED
FRAME SYSTEM AND HIGH DENSITY FOAM
WITH REINFORCED PVC OUTER SKIN
COLOUR : RAL 6018
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ALUMINIUM
SURROUND FRAME

200 x 40 mm PROPRIETARY
THERMAL ISOLATION KIT
BY ULTIGROUP

DOOR SILL HEATING ISOLATOR

HEAD UNIT
COLOUR : COLOURSTEEL TITANIA (STANDARD)
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As indicated

ULTI FLEX BI-PARTING
RAPID DOOR

SPECIFICATIONS :

RELEASED VERSION NO. : VERSION 1

PRODUCT GROUP : HIGH SPEED DOORS

PRODUCT ID : 00000

APPLICATION : INTERNAL & EXTERNAL

STANDARD SIZE : 2400 mm WIDE x 3600 mm HIGH

MINIMUM SIZE : 1200 mm WIDE x 2000 mm HIGH

MAXIMUM SIZE : 3200 mm WIDE x 5400 mm HIGH

HEADROOM : 575 mm

SIDE ROOM - MOTOR SIDE :

1/2 CLEAR WIDTH + 275 mm

STANDARD FRAME 
MATERIAL : ALUMINIUM SURROND FRAME

STANDARD FRAME 
COLOUR : MILL FINISH ALUMINIUM

STANDARD CURTAIN
MATERIAL : TOUGH RIP STOP PVC OUTER SKIN

CURTAIN COLOUR
(INSIDE / OUTSIDE) : RAL 6018 (STANDARD)

VISION PANELS : NONE

POWER SUPPLY : 3 PHASE, 400V + NEUTRAL
+ EARTH 15 Amp

SIDE ROOM -  NON MOTOR SIDE :

1/2 CLEAR WIDTH + 275 mm

HEATING POWER
SUPPLY : SINGLE PHASE, 230V +

NEUTRAL + EARTH 20 Amp

WORKING
TEMPERATURE : FROM -40°C DOWN TO 50°C


	Sheets
	1 OF 1 - -


