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ULTI FASTRAX FR LD
WRAPBACK LIFT DOOR

INSULMAX(R) CURTAIN WITH
URETHANE OUTER AND 25 mm
POLYESTER INSULATION

POWDER COATED
ALUMINIUM SIDE FRAMES
COLOUR : RAL 9005 
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2
6
7

(C
L

E
A

R
 O

P
E

N
IN

G
 H

E
IG

H
T

)

O
R

D
E

R
 H

E
IG

H
T

M
IN

IM
U

M

(D
O

O
R

 O
P

E
N

IN
G

 H
E

IG
H

T
 /
 2

) 
+

 5
0

0
 m

m
1

5
0

UNDERSIDE OF LINTEL

FINISH FLOOR LEVEL

(CLEAR OPENING WIDTH)

ORDER WIDTH

SIDEROOM

625

SIDEROOM

385
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POWDER COATED
ALUMINIUM SIDE FRAMES
COLOUR : RAL 9005 

THERMAL AIR SEAL

SOFT EDGE TECHNOLOGY

TOUCHSCREEN USER INTERFACE

POWER SUPPLY
3 PHASE 400V + NEUTRAL 
+ EARTH 15 Amp

HEATING POWER SUPPLY
SINGLE PHASE 230V 20 Amp

MOTOR

FASTRAX FR LD
WRAPBACK LIFT DOOR

IP66 RATED FIBERGLASS
CONTROL BOX WITH INVERTER
FREQUENCY CONTROLLER

OPENING SPEED : UP TO 2.5 m/s

HEATED CAST-IN SILL WITH
THERMAL SLAB BREAK (BY OTHERS)

OPTIONALCURTAIN
FAN (2 Nos.)

MANUAL HANDCHAIN OPERATOR
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BRACKETS

POWDER COATED
ALUMINIUM SIDE FRAMES
COLOUR : RAL 9005 

MINIMUM 150mm OF SPACE
BETWEEN, ABOVE & BELOW
THE TRACK OF ANY OBSTRUCTION

1
5
7

275

4
0

INSULATED SEALANT

CUT IN WALL PANEL
OUTER SKIN FOR
THERMAL BREAK

POWDER COATED 
ALUMINIUM SIDE FRAMES

INSULMAX(R) CURTAIN WITH
URETHANE OUTER AND 25 mm
POLYESTER INSULATION
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FRONT ELEVATION VIEW1

-
SCALE:       1:15 MTS.

FLOOR PLAN VIEW3

-
SCALE: 1:15 MTS.

SIDE ELEVATION VIEW4

-
SCALE: 1:15 MTS.

3D VIEW5

-
SCALE:   N.T.S. As indicated

FASTRAX FR LD
WRAPBACK LIFT DOOR

SPECIFICATIONS :

RELEASED VERSION NO. : VERSION 1

PRODUCT GROUP : HIGH SPEED DOORS

PRODUCT ID : 00000

APPLICATION : INTERNAL & EXTERNAL

STANDARD SIZE : 2500 mm WIDE x 4000 mm HIGH

MINIMUM SIZE : 1000 mm WIDE x 1000 mm HIGH

MAXIMUM SIZE : 3000 mm WIDE x 5400 mm HIGH

HEADROOM : DOH / 2 + 500 mm (WRAPBACK ONLY
APPLICABLE WHEN DOH > 3000 mm
& ONLY CONFIGURATION AVAILABLE 
FOR DOH > 5000 mm)

SIDE ROOM - MOTOR SIDE : 625 mm

STANDARD FRAME 
MATERIAL : ALUMINIUM EXTRUDED FRAME

STANDARD FRAME 
COLOUR : RAL 9005 - STANDARD

STANDARD CURTAIN
MATERIAL : INSULMAX(R) CURTAIN WITH

URETHANE OUTER AND 25 mm
POLYESTER INSULATION

CURTAIN COLOUR
(INSIDE / OUTSIDE) : RAL 5010 - STANDARD

VISION PANELS : N / A

POWER SUPPLY : 3 PHASE, 400V + NEUTRAL
+ EARTH 15 Amp

SIDE ROOM -  NON MOTOR SIDE : 385 mm

HEATING
POWER SUPPLY : SINGLE PHASE

230V 15 Amp

WORKING
TEMPERATURE : -25°C to + 50°C DEGREES

TYPICAL FR DOOR
MOUNTING DETAIL2

-
SCALE:   1:5 MTS.
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