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EMBEDDED 
REAR CHANNEL

ULTI VERTICAL
DOCK LEVELLER
RHV 4100

PIT

*SPECIFICATIONS:

* POWER UP / DOWN
* SAFE-T PIT SYSTEM
* INCLUDES VHLS 
(VERTICAL) UNDER 
LEVELLER SEAL)

GALVANISED STEEL
BOLLARDS

DOCK LEVEL

4°

ULTI VERTICAL DOCK LEVELLER RHV 4100

PLATFORM WITH 200mm BEAM
SPACING SUPPORT

ENTIRE LEVELLER IS PROTECTED 
BY GRAY ENAMEL PAINT FINISH
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GALVANISED STEEL
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PLATFORM 

16" LIP CONTROL BOX
STEEL POST
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A0As indicated

ULTI VERTICAL
DOCK LEVELLER

RHV 4100 - 16 inch lip

FLOOR PLAN VIEW1

-
SCALE: 1:12 MTS.

SECTION VIEW2

-
SCALE:    1:12 MTS.

3D VIEW 1
4

-
SCALE:         N.T.S.

3D VIEW 2
5

-
SCALE:         N.T.S.

SPECIFICATIONS :

LEVELLER WIDTH : 2110 mm (7 ft.)

LEVELLER LENGTH : 2374 mm (8 ft.)

LIP LENGTH : 406.4 mm ( 16 inches)

MAX. ABOVE
DECK SERVICE : UP TO 170 mm

COLOUR : RAL 7106

CAPACITY : 5 T (F CAPACITY)

MAX. BELOW
DECK SERVICE : UP TO 170 mm

(PIT SIZE DEPENDENT)

PROPULSION : HYDRAULIC RAISE AND
LOWER, 400V 3 PHASE +
NEUTRAL + EARTH 16 Amp

REAR PIT STEEL : 380mm PFC
TO ULTIGROUP DESIGN
SPECIFICATIONS (REFER
SEPARATE DRAWING FOR
PIT STEEL)

CORROSION
PROTECTION : RAL 7016 - GREY

ENAMEL PAINT FINISH

SAMPLE DOCK LEVELLER LAYOUT6

-
SCALE: N.T.S.

ELEVATION VIEW3

-
SCALE:   1:12 MTS.

VERT-DL-RHV4100-16-001

* THE PLATFORM IS RAISED BY 64mm ID 
HYDRAULIC CYLINDER WITH A 38mm SOLID GUIDE 
ROD MOUNTED TO THE LEVELLER FRAME. THE
HYDRAULIC PUMP, AND OIL RESERVOIR ARE
CONTAINED IN AN INTEGRAL ASSEMBLY.

* MAXIMUM LOAD WEIGHT 4 - 5 T AS CONFIRMED
  MAXIMUM 10 TRUCKS PER DAY
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